HoldTight
Magnet Closure Kit 
The add-on HoldTight kit provides a way to hold the safety gate securely in a closed position using a permanent magnet disk attached to the gate.  All parts of the add-on kit have been designed and tested for outdoor use and exposure.  The permanent magnet is rubber coated and all the hardware is 316 stainless steel.  In fact, it has successfully held the Intrepid double bar (DG) safety gate closed on an offshore rig along the Canadian-Atlantic coastline where the winds are around 30 knots with gusts of 70-80 knots!    
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Installation Instructions

Installation involves determining where the Intrepid safety gate makes contact with the vertical guardrail post.  At this point mark and drill a 1/4" hole through the safety gate blade, and then attach the magnet assembly.   Since the gate has both solid and recessed areas along its length, each kit contains 2 different length machine screws (1 3/4" and 2" long).  If the hole is through a recessed area, you will use the shorter length (#10-24 x 1 3/4") machine screw.  If you drill through one of the solid sections, then use the longer (#10-24 x 2”) machine screw. 

The double nuts are provided to secure the magnetic disk, but still allow the disk to be free to “float” or “wobble”.  In this way, the magnetic disk can make good flat contact with the metal guardrail post.  Once the screw, nuts and magnet are together, use the washers and cap nut to hold the unit to the gate.
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HoldTight
Magnet Closure Kit

(Part Number:  MAG)

1 - 1 1/2" dia. rubber coated permanent magnet disk

––––––   Included hardware is all 316 S/S   ––––––
1 - #10-24 slotted, round head machine screw x1 3/4" long 

1 - #10-24 slotted, round head machine screw x 2" long 

2 - #10-24 machine screw nuts

2 - #10 flat washers

1 - #10-24 acorn cap nut 
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