Safety Gate Installation Instructions and Information

WHICH SIZE (CODE) DO YOU NEED?

Available in 4 lengths (code 22/27/32/37). 

1. Measure the opening between the handrails.

2. Choose the corresponding code from the table.

Double Bar Gate
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Single Bar Gate
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Example:

Angle handrail:

Opening : 600 mm = Code 27

Round tube handrail:

Opening : 600 mm = Code 27 take 32

Next larger code, because of extra length required for attachment to handrail. 

LEFT OR RIGHT SWING?

Left or right swing is determined from the viewpoint of someone stepping of the ladder and onto the platform. The double bar gate shows a right swing, the single bar gate a left swing. 
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1. Blade of gate is long 1. Top of hinge should be 1. Block MUST BE LOCATED in

enough fo contact, and  mounted as close as  relation 1o where the hinge is
extend past, opposite side  possible to the top of  mounted so that it DOES NOT
guardrall post by 25 cm  guardrall. ldeally the  TOUCH the gate. For field
or more. hinge's top bolt hole  installations, simply mount the

2. Support block is mounted  should be located 22 mm  block at least 25 cm
below top rail of gate o down from top rail. Of  BELOW the closed bar. If

prevent vertical deflection. course, this may need fo  mounting holes are ~being
IT SHOULD NOT MAKE  be adjsted dependng  prepunched, locate the
CONTACT WITH THE upon the type of guardrall  block's 1op bolt_below the
GATE OR INTERFERE  members being used. respective positon of the top
WITH 1T SWINGING of hinge, as follows:
CLOSED. 2. Locate 2 - 18 mm holes

3. Double bar safety gate is  on 159 mm centers for the G- 127 mm below top of hinge:
no more than 1100 mm 16 66 mm carriage bolts.  SG-200 mm below top of hinge
above the plafforn  Mounting holes shouid be
surface 10 avoid 100 large  positioned _to_ allow 2 Locate and dril 2 — 8 mm
of an opening below the cClearance for fightening  holes on 32 mm centers for
gate s the camiage bos. Allow

clearance for tightening the
nuts.
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Provide at east 150 mm of stub-out railing n order
to mount hinge. This should be done to

(1) give space for mounting hinge and
(2)allow gate o open at least 50"

ATTACHMENT OF SAFETY
GATE TO PIPE GUARDRAIL

‘This drawing shows only the hinge side mounting
plate. A simlar attachment plate, using 32 mm
bolt hole spacing, must aiso be made for the
support block.
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When attaching to pipe guardraiin tis fashion, it
is necessary to order additonal gate length.

Normally this only means ordering the next larger





